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•  Small Phillips Screw Driver 
•  4mm Allen Key/Socket 
•  6mm Allen Key/Socket 
•  13mm Spanner/Socket 
•  17mm Spanner/Socket 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

  

Standing only 
Seat belt transferred from the seat to the frame 

Sitting and standing 
Seat and frame belts fitted (spare seat belt kit required) 

Installing a Sit Stand Frame to a 130 Seat 

Tools Required and Overall View 

Configurations 

Illustration shows a LH seat 
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https://vimeo.com/802761788
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Remove both seat belt assemblies. 
Refit both assemblies adding only the frame support 

brackets only loosely tighten them for now. 

  

 
Insert both U brackets and loosely tighten the nuts. 

Pay attention not to catch the internal wiring on the arm side. 
 

Procedure for Sitting and Standing Configuration 
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Fix the frame support brackets (extra hole to be used for wide arm setting). 

Fully tighten all the bolts now. Cover nuts with black caps. 

 

 
Attach safety arm to frame. 
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Attach the sit stand frame belt brackets 
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Route the sit stand harness through the seat. 

 

 
 

Connect the additional sit stand switch in series with the seat swivel switch. 
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1. The Sit/Stand frame arm must be in the DOWN position for the stairlift to operate. When the arm is in the 

UP position the stairlift will display E6, and the directional switches on the arms will be disabled. 
 
2. Make sure the downside armrest on the seat is also in the DOWN position for the stairlift to operate. 
 
3. The customer should face the same direction whilst seated or standing. 

 

4. When sitting, the seat belt must be used. When standing, the frame belt must be used 
 
5. To operate the lift when standing, fold up the upside arm of the seat and use the directional control. 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Operation 

We encourage you to report any issues that you experience. Your feedback helps us to improve our product.  
Please send any comments to qualityfeedback@acornstairlifts.com 

 
The Development Team 
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